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Congratulations! 
 

Congratulations on your purchase of an Extreme Engineering Mobile climbing wall. Your 
mobile climbing wall has been designed and engineered by the company who invented and 
innovated numerous recreational equipment products including: mobile and stationary 
climbing walls, the Extreme Auto-belayTM safety climbing system, the PowerBelayTM safety 
rappelling system. 
 
Your mobile climbing wall is the best in the industry! 
 
If you have purchased one of Extreme Engineeringôs Three-Climber, Four-Climber or Five-
Climber mobile climbing walls,  your mobile climbing wall utilizes the Extreme Engineering 
Space SaverÊ trailer design.  This means, when the wall is raised up for operation, the 
footprint remaining on the ground is approximately half of the overall length of the wall 
when it is in the down position. 
 

   
 

The Five-Climber model shown includes optional dual toolboxes. 

 
Extreme Engineering® mobile climbing walls are designed with safety, ease of operation 
and durability built in.  It will provide you with years of service. 
 

Your mobile climbing wall is easy to tow, set up, operate and take down. If you follow these 
instructions carefully and completely, youôll be assured of safe and reliable operation. 
 

Be sure to read and follow all safety instructions found 
in this manual. 
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Version Update Information 
 

 7.01 02/10/11 
Added MW3 Specifications Table. 
 

 7.0  02/10/11 
Combined obsolete products manual version 6 into this manual.  All mobile 
climbing wall products are now supported by this manual. 
 

 2.0  07/30/09 
Added Two-Climber, Three-Climber and Four-Climber clarifications where 
required. 
Updated cable replacement section. 
Added battery maintenance section. 
Added Stabilizer Cable setup section. 

 

 1.1  08/14/08 
Updated Specifications. 
Reformatted Table Of Contents and added page numbers. 

 

 1.0  07/13/08 
Original 
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1. Safety first!  Read Before Proceeding 
 

CAUTION:  This is a safety alert symbol. It is used to alert you of potential personal 
safety hazards. Please read all safety messages that follow this symbol to avoid injury 
or death. 

 
Always make safety your number one priority when setting up, operating, and taking down 
your mobile climbing wall. 
 

1.1. Safety Rules 
 
CAUTION:  For your safety, read and follow all safety rules and safety instructions in 
this Ownerôs Manual before operating your mobile climbing wall. 

 
CAUTION:  DO NOT set up or operate the mobile climbing wall near overhead 
electrical lines, roof eaves, trees, or other overhead obstructions or hazards. 

 

 
 

CAUTION:  DO NOT set up or operate the mobile climbing wall in windy conditions 
where wind gusts exceed 30 MPH.  Should wind gusts appear after setting up the 
mobile climbing wall, stop operating the mobile climbing wall and lower the mobile 
climbing wall immediately and safely. 
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CAUTION:  DO NOT set up the mobile climbing wall on uneven and/or non-level 
surfaces.  The maximum slope allowed for setup and operation of the mobile wall is 
3%. Within this 3% maximum slope, you can further level the wall with shims if 
necessary. 

 
 

CAUTION:  Set up the mobile climbing wall only on firm, hard packed, surfaces such 
as concrete, pavement, hard packed dirt, etc.  DO NOT set up the wall on soft ground, 
sand or other unstable surfaces. 
 
Extend the jacks down onto firm, hard packed, surfaces only.  DO NOT use blocks 
under the jacks.  DO NOT lower the jacks onto soft ground, sand or other unstable 
surfaces. 

 

 
 

CAUTION:  Although it is possible to set up the wall by a single operator, Extreme 
Engineering highly recommends a second operator to help with setup. This second 
operator can look for and warn of potential issues or hazards that may not be seen by 
one operator. 

 
CAUTION:  Keep the area clear of people, cars, etc. during setup.  DO NOT walk 
under nor allow anyone to walk under the forward portion of the mobile climbing wall 
while it is being raised up to the operating position or being lowered down to the travel 
position. 

 
CAUTION:  DO NOT allow anyone to climb anywhere on the mobile wall other than the 
climbing surface.  The climbing surface is where the handholds are installed and the 
Auto-belay cables retract up and extend down during operation. 
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CAUTION:  DO NOT climb onto, sit or stand on the top of wall above the climbing 
surface. 

 

 
 

CAUTION:  DO NOT free climb on the mobile climbing wall.  All climbers must wear an 
approved climbing harness and be securely fastened to the Auto-belay cable with an 
approved carabiner between the cable swivel and the climbing harness loop at the 
front of the harnessô waist belt. 

 
CAUTION:  Inspect the mobile climbing wall before each dayôs use. 
 

The Maintenance Section of this Userôs Guide includes comprehensive details for making a 
complete inspection. Read that section carefully. 
 
If you find any problems during the inspection which you cannot resolve, DO NOT operate 
the wall until the problem is corrected. 
 
Visit Extreme Engineeringôs technical support web site at www.extremeengineering.com or 
contact Extreme Engineeringôs Technical Support at 916-663-1560 for help in correcting 
any problems. 
 

2. Pre-Travel Checklist 
 

CAUTION:  For your safety, read all instructions before towing the mobile climbing 
wall. 

 

2.1. Tow Vehicle Safety Check 
 
V Check the air pressure in all tires including spare tire.  Check for sufficient tread depths 

and tire damage on all tires. 
V Check fuel and oil levels. 
V Check dash gauges and warning lights with key on without engine running and with 

engine running. 
V Check that all promotional items, lights, displays are secure and travel ready. 
V Check the towing hitch and towing ball for proper attachment and tightness on towing 

vehicle per towing hitch manufacturerôs specifications 
V Check towing ball for proper size (2 5/16ò) and for abnormal wear. 
V Ensure the weight limits of the tow vehicleôs towing hitch is greater than the total load 

weight and tongue weight of the mobile wall. 
V Ensure the towing capacity of the tow vehicle is greater than the weight of the mobile 

wall. 



 
Version 7.01 - 05/13/11 

Extreme Engineering® 

Mobile Wall Ownerôs Manual 

 
Page 11 of 87 

 

 

2.2. Mobile Wall Safety Check 
 
V Check towing coupler mounting bolts for proper tightness. 
V Check coupler for damage or unusual wear. 
V Check tow tongue mounting bolts for proper tightness. 
V Check travel lockdown pin is in place for towing. 
V Check all tires (including spare tire if equipped) for proper air pressure. 
V Check tires for legal tread wear depth. 
V Check wheel lug nuts for proper tightness. 
V Check mobile wall lift pump for proper oil level. 
V Check for oil leaks from all hydraulic hoses and fittings from the lift pump to the 

hydraulic lift rams.  Note: There may be oil residue found at the fill cap area of the lift 
pump oil reservoir tank.  The fill cap is a breather cap and may allow a small amount of 
oil to escape from the tank during travel. 

V Check for grease in the main hinge pins where the upper tower attaches to the lower 
trailer base at the rear. 

V Check all Auto-belays for proper air pressure reading on all pressure gauges. 
V Check all Auto-belays for unusual oil leakage.  It is normal to find a small amount of oil 

residue on the Auto-belay hydraulic cylinders around the breather cap attached to the 
bottom of each Auto-belay cylinder. 

V Check oil level in the air/oil Auto-belay tank on each Auto-belay for proper fill level. 
V Check the lift pump battery for sufficient level of charge. 
V Do a walking inspection of the trailer, and wall surface.  Check for broken or loose 

handholds.   
V Look for and remove any debris attached to the under body of the trailer. 
V Check that the Auto-belay cables are secure and travel ready. 
V Check that the carabiners are present and attached. 
V Check that the trailer position is horizontal and level for travel.  
V Remove wheel blocks for departure. 
 

3. Prepare For Towing 
 

CAUTION:  For your safety, read all instructions before attaching the mobile climbing 
wall to the tow vehicle. 

 
Extreme Engineering recommends a solid Tow Vehicle Hitch Receiver for towing the 
mobile wall.  Ensure the solid receiver is properly inserted and attached per the towing 
hitch manufacturerôs specifications and requirements.  Check the towing hitch and towing 
ball for proper attachment and tightness on the towing vehicle per towing hitch 
manufacturerôs specifications. 
 
Ensure vehicle towing capacity and the towing hitch limits are greater than the total 
weight and tongue weight of the mobile wall. 
 
Check towing ball for proper size (2-5/16ò) and for abnormal wear. 
 

CAUTION:  DO NOT tow the wall without the proper size towing ball.  The ball must be 
a 2 5/16ò diameter ball.  A ball smaller than this can allow the trailer to unhitch even 
with the coupler locking latch and safety pin in place. 
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Mobile Wall and Tow Vehicle Towing Components 

 
Note:  MW2 Climber contains the same towing components with the following exceptions: 

 There is no Emergency Break-a-way Switch and associated Lanyard. 

 A 4-way flat connector and wiring harness is used instead of the 7-way harness. 
 

 
 

 

3.1. Attach Mobile Wall To Tow Vehicle 
 

Back the tow vehicle into position so that its towing ball is positioned under the mobile 
climbing wallôs trailer tongue.  If you have a second operator, have him or her stand by the 
trailer to guide you into position.  Position the tow vehicleôs hitch as close as possible to the 
tongue of the trailer with the trailer coupler as close to directly above the towing ball as 
possible.  Position the vehicle to minimize having to manually move the trailer into place. 
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CAUTION:  Avoid having to manually position the trailer!  If you must, do so only for 
the last few inches.  DO NOT attempt to pull the trailer by hand, as this could result in 
serious injury. 

 
Lower the coupler down onto the tow ball once the tow vehicleôs tow ball is properly 
aligned with the coupler.  Using the front jack mounted to the tongue, turn the jack handle 
counter clockwise until the coupler is fully engaged over the tow ball.  Continue to turn the 
jack handle until the foot of the jack is clear of the ground and can be rotated 90 degrees to 
its travel position. 

 

 
 
Lower the Coupler Latch Handle to the fully down position.  Ensure the Latch Handle 
Safety Lock inserts into its locking slot on the coupler body underneath the latch 
handle.  If the latch is in its proper position, you should not be able to lift the latch handle 
without first releasing the latch handle safety lock lever. 
 

 
 
CAUTION:  DO NOT tow the mobile wall without the latch handle in the locked 
position.   

 
Locate the Safety Hitch Pin through the hole on the side of the coupler where the coupler 
latch handle mounts to the coupler body.  Slide the Safety Hitch Pin Clip over the pin of 
the safety hitch pin to prevent the coupler latch handle from being accidentally released. 
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CAUTION:  DO NOT tow the mobile wall without the Coupler Hitch Pin properly set in 
place on the coupler latch handle. 

 
Attach the two Towing Safety Cables to the tow vehicleôs hitch. 
 

 
 

CAUTION:  DO NOT tow the mobile wall without the safety towing cables properly 
attached to the towing vehicle. 

 
Attach the Electrical Plug from the mobile wall to the towing vehicle.  The Two-Climber 
model uses the 4-way flat plug, all other models use the 7-way round RV plug (shown in 
the example below).  Ensure the plug is fully inserted into the tow vehicleôs electrical 
socket.  Ensure the socket cover safety catch on the 7-way style is firmly in place down 
over the rear of the plug to prevent the plug from falling out during travel. 
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CAUTION:  DO NOT tow the mobile wall without the electrical plug attached to the 
towing vehicle. 

 
Attach the Emergency Brake Break-a-way Lanyard to the tow vehicle.  This is not 
applicable for the Two-Climber.  The lanyard must be attached to the tow vehicle, not the 
towing safety cable.  Ensure the emergency brake break-a-way switch pull tab is fully 
inserted into the break-a-way switch. 
 

 
 
CAUTION:  DO NOT tow the mobile wall without the emergency brake lanyard 
attached (not applicable on the Two-Climber model). 

 
Verify operation of tow vehicle and mobile wall lights.  The mobile wall tail lights and 
yellow side marker clearance lights should be on when the tow vehicleôs parking light or 
headlights are on.  The mobile wall brake lights operate when the tow vehicleôs brake pedal 
is depressed.  Both of the mobile wall brake lights will flash when the tow vehicleôs 4-way 
emergency switch is turned on.  The mobile wall left and right turn signals should operate 
with the respective left and right turn signals of the tow vehicle. 
 

CAUTION:  DO NOT tow the mobile wall without operational tail lights, brake lights and 
turn signal lights. 
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Perform a secondary visual inspection.  Ensure all towing components are properly 
attached and/or connected prior to towing the mobile wall. 
 

3.2. Pre-Travel Safety Inspection Details 
 
Position all Jacks to the travel position. 
 
For the front tow tongue jack, pull the jack pin out, rotate the jack 90 degrees and re-insert 
the jack pin to hold the jack in the horizontal travel position. 

 

 
 
For the front trailer base jacks, pull the jack pin out, rotate the jack 90 degrees and reinsert 
the jack pin to hold the jack in the horizontal travel position. 
 

 
 
For the Space Saver 1 style of trailer base only, the rear swing arm jacks are to be moved 
to the forward position for travel.  Ensure the adjustable foot pad is raised to its highest 
level by removing the foot pad holding pin, lifting the foot pad upward until the pin can be 
inserted into the last hole to hold the foot pad up off of the ground at its highest position.  
Swing the arm toward the front of the trailer.  Lift the holding pop pin up and push the swing 
arm completely in behind the fender and release the holding pop pin.  Ensure the pop pin 
has fully engaged by pulling outward on the swing arm.  If the pop pin is engaged, you will 
not be able to pull the swing arm outward away from behind the fender.   
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For all other NON Space Saver 1 style trailer bases, the rear jacks are to be placed on the 
inboard travel position spuds and located in the horizontal position.  If your product does 
not have the inboard travel locating spuds to hold the jacks (e.g. MW2 mobile wall, 
Anniversary MW4 mobile wall), you can rotate the jacks to the horizontal position for travel.  
Or, you can remove them completely from the trailer and stow them elsewhere (e.g. tow 
vehicle, toolbox). 
 

 
 
Always remember to replace the jack pin fully through the jack and the holding spud when 
locating the jacks for travel. 
 

CAUTION:  DO NOT tow the mobile wall with any jack not in the travel position.  Jacks 
can also be removed and stored in either the toolbox (optional equipment) on the 
mobile wall or in the tow vehicle during transport. 
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Ensure the Tower Lockdown Pin is properly in place for towing. 
 

Space Saver 1 Style Base 
 

 
 

NON Space Saver 1 Style Base 
 

 
 
Ensure the Tower Lockdown Strap is properly in place (MW2 Mobile Wall).  This 
model utilizes a ratchet strap and hook setup to hold the tower in place during transport.  
Place the hook over the lockdown loop of the tower located directly above the Tower 
Lockdown Strap on the tower frame. Tighten the strap with the ratchet strap latch handle 
securely.  To tighten the strap, lift the handle up and then push the handle down to wind the 
strap onto the latch spool.  Make sure to get a complete wrap of the strap around the latch 
spool.  The strap must overlay itself to prevent it from loosening during transport.  If the 
handle is fully in the down position, the locking lever will lock the handle in place to prevent 
the strap from loosening.  If the handle will not raise, push on the latch handle to relieve the 
pressure on the locking lever and at the same time, press downward on the locking lever.  
This will release the locking lever and allow the handle to rotate upward. 
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Note:  Periodic lubricating of the moving parts on the Tower Lockdown Strap mechanisms 
will keep the Tower Lockdown operating smoothly and freely.  Use a light grade oil such as 
WD-40 or a dry Graphite Powder lubricant to lubricate the moving parts. 
 

CAUTION:  DO NOT tow the mobile wall without the tower lockdown pin, strap or 
chains properly positioned to lock the tower to the base during travel. 

 
Inspect all Wheel Lug Nuts, Tire Pressures and Tread Depths, Hub Dust Caps and 
Suspension.  
The wheel lug nuts are to be torqued to 90 psi (pounds per square inch). 
 
For factory supplied tires, the tire air pressure should be 50 psi with a cold tire.  If you no 
longer have factory tires or exact factory replacement tires, use the recommended tire 
pressure imprinted on the side of the tire for proper inflation requirements.  If you are not 
sure what the tire air pressure should be on your tires, any local tire shop can help 
determine what that pressure should be. 
 
Check all tire tread depths for equal to or exceeding required tread depths.  There are tire 
wear tread indicators in place on all tires in various areas around the circumference of the 
tire between the tire treads.  If these tire wear indicators are at the same height as the 
tread, the tires must be replaced. 
 
Ensure the all hub dust caps are in place on all axles. 
 
Check all mounting points of the suspension.  Check to ensure the spring mounting 
shackles/bolts and u-bolts are in place and tight. 
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CAUTION:  DO NOT tow the mobile wall with missing/loose lug nuts, improper tire air 
pressure, required minimum tire tread depth, missing hub dust caps or missing/loose 
spring mount components. 

 
Inspect Fenders, Toolboxes and Spare Tire.   
Check the toolbox (optional equipment) mounting points.  Each toolbox is pop-riveted to the 
toolbox arms at each corner of the toolbox.  The toolbox arms are mounted to the main 
base backbone frame with u-bolts.  Ensure the u-bolts are tight and the pop-rivets are all in 
place. 
 
The spare tire (optional equipment) is mounted on the main base backbone.  The bracket is 
mounted with u-bolts and the tire is mounted to the bracket with two lug nuts.  The spare 
may be mounted in different locations depending which optional equipment is installed. 
 
For bolt on style fenders, check to ensure the mounting hardware is securely fastened to 
the fenders and the trailer base. 
 

 
 

CAUTION:  DO NOT tow the mobile wall with non-secured or improperly mounted 
fenders, toolboxes or spare tire. 
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Inspect Box and Hydraulic Pump/Hoses/Lift Rams 
The battery box is mounted to the main trailer base pan with pop-rivets.  Ensure all pop-
rivets are securely in place. 
 
The pump is mounted to the main trailer base pan with two bolts.  The bolts are located 
underneath the base pan.  Ensure the bolts are securely tightened in place. 
 
The hydraulic lift rams are mounted to the base frame and the tower frame with clevis pins 
at each end.  There is an external retaining ring on each outside end of the clevis pins 
holding the lift rams in place.  For the Three-, Four- and Five-Climber model, there are two 
lift rams.  For the Two-Climber model, there is a single lift ram. 
 
Check for leaks at all hydraulic fittings and hose connections and lift rams. 
 

 
 

CAUTION:  DO NOT tow the mobile wall with non-securely fastened battery box, 
hydraulic pump and lift rams.  DO NOT operate the wall if there are leaks in the 
hydraulic hoses, fittings or lift rams. 

 
Ensure the battery is sufficiently charged.  Extreme Engineering recommends the 
battery be charged a minimum of every two to three lift cycles.  The battery is a Group 27, 
Deep Cycle, Marine battery rated for boat trolling motors.  Use of a vehicle battery will not 
work as a vehicle batteryôs intended use is far different from a marine batteryôs usage.  To 
ensure continual success at raising and lowering the wall, Extreme Engineering 
recommends using a Smart Charger type of battery charger.  This style of charger 
regulates the charge based upon what it reads from the battery as well as turning itself off 
when the battery is fully charged.  DO NOT use a low amp trickle charger that does not turn 
off on its own.  DO NOT leave the battery on charge for extended days as this will 
significantly shorten the life of the battery. 
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Insure the Hydraulic Lift Pump has sufficient oil.  Maximum oil fill is when the oil in the 
tank is at the 2/3 level when wall is down.  Never let the oil drop below the 1/4 level on the 
tank when the wall is in the fully upright position.  When adding oil, use Dextron III 
Automatic Transmission Fluid. 
 

 
 
CAUTION:  DO NOT operate the mobile wall with an insufficient oil level in the 
reservoir tank. 

 
Inspect Tower to Base Lift Arm Mounting Bolts (NON SS1 Style Trailer).  The upper 
tower frame is mounted to the lower base lift arms with a bolt at each end of each lift arm 
using Grade 8 bolts, washers and nylock nuts.  Ensure there are no missing bolts and the 
bolts are securely fastened.  If a bolt, washer or nylock nut requires replacing, it must have 
a Grade 8 rating.  For the Two-Climber model, there is only one set of lift arms. 
 

 
 

CAUTION:  DO NOT tow or operate the mobile wall with loose or missing lift arm 
mounting bolts, washers and/or nylock nuts. 
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Periodic greasing of Lift Ram and Base Hinge Pin zerk fittings.  Using a grease gun, 
apply grease to both fittings of each lift ram and the fitting on each main hinge pin fitting.  
The fittings should be greased on a monthly basis.  Apply grease until you can see new 
grease extruding from either side of the tubes which the zerk fittings are attached to. 
 

SS1 Style Trailer Base 
 

 
 

NON SS1 Style Trailer Base 
 

 
 
Verify all Auto-belays have the proper air pressure.  The pressure should be between 
60 and 65 psi (pounds per square inch) with the cables extended and attached to the eye-
bolts at the bottom of the climbing surface.  Air pressure is added by removing the plastic 
fill valve cap and pressurizing with an air pump using a standard automotive size air chuck.  
To reduce air pressure, first raise the wall using the pump controller three to four inches up 
off of the front tower rest.  Remember to remove the tower lockdown pin prior to raising the 
wall.  Raising the wall these few inches will prevent oil from spewing out while releasing air 
pressure.  Remove the fill valve cap.  Using any small blunt object, such as a screw driver, 
press the small tip in the center of the fill valve slowly until pressure begins to be released.  
Be careful that you donôt bend the tip that releases the air during this procedure.  There 
may be a very small amount of oil mist expelled during this procedure even with the front of 
the wall raised. 
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CAUTION:  DO NOT operate the mobile wall without the proper air pressure in the 
Auto-belays. 

 
Verify all Auto-belays are securely fastened to the tower frame.  Verify all Auto-belay 
bolts attaching the Auto-belay box to the tower frame are not missing and are not loose.  
There are four bolts that attach the Auto-belay to the tower frame, two bolts at each end. 
 

 
 

CAUTION:  DO NOT tow or operate the mobile wall with loose or missing mounting 
bolts, washers or nylock nuts. 

 
Inspect all Auto-belay Davit Pulleys for abnormal wear, ease of rotation and are 
securely fastened to the tower davit arms.  There are two davit pulleys on each davit 
arm at the top of the mobile wall tower.  Verify all bolts attaching the davit pulleys are 
securely fastened and the davit shields cannot be moved by hand.  To verify ease of pulley 
rotation, pull on the cable before the davit pulley causing enough slack to release the 
pressure.  Rotate the pulley to ensure it rotates freely and smoothly.  If not, the davit pulley 
needs to be replaced.  Inspect pulleys for abnormal wear or breakage.  If breakage or 
cracking is found, replace the pulley.  Should the inspection find abnormal wear, further 
inspection should be performed to determine the cause and appropriate corrective actions 
taken. 
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CAUTION:  DO NOT operate the mobile wall with loose, damaged or worn davit 
pulleys. 

 
Inspect the Auto-belay cables, swivels and carabiners for damage. 
 
Ensure the Auto-belay cable twisted strands are tightly twisted with no bird-caging.  Bird-
caging is where all of the individual strands of the cable are untwisting and separating from 
each other.  Ensure there are no broken strands or other damage found anywhere on the 
cable.  If any of these conditions are found, the cable must be replaced prior to use. 
 
Inspect all cable swivels for abnormal wear or damage.  If found, cable assembly must be 
replaced. 
 
Inspect all carabiners for abnormal wear or damage and the triple locking action of the 
carabiner clasp is operating properly.  If wear abnormal wear is found, replace the 
carabiner as soon as possible.  If the locking action is not working properly, DO NOT use 
the carabiner.  It must be replaced. 
 

CAUTION:  DO NOT operate the mobile wall with damaged cables, swivels or 
carabiners.  DO NOT use cables, swivels or carabiners with excessive wear.  DO NOT 
us any carabiner where the triple action locking mechanism of the clasp does not 
operate properly on its own without help. 

 
Attach Auto-belay cables for travel.  Allow the Auto-belay cables to retract fully to the top 
of the wall.  To prevent damage to the cables, mobile wall, passing vehicles, or possible 
injury to pedestrians during travel, connect the two outside cables on each side of the wall 
together using the carabiners. 
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CAUTION:  DO NOT tow the mobile wall with without securing the two outside Auto-
belay cables. 

 

4. Mobile climbing wall Setup  
 

CAUTION:  For your safety, read all instructions before pulling the tow vehicle away 
from the mobile climbing wall.  Prior to positioning the mobile climbing wall, read and 
follow the safety instructions found at the beginning of this manual. 

 

4.1. Position The Mobile Climbing Wall 
 
Using the tow vehicle, position the mobile wall in the location where it will be operated.  
Ensure there is an adequate operational area entirely around the mobile wall and overhead 
for raising, operating and lowering the wall.  Ensure that you are setting up the wall on level 
and firm surfaces. 

 
CAUTION:  Never place the wall in an area to be operated in close proximity to 
overhead obstacles, such as power lines, trees or building roof eaves, that may 
interfere with operation of the mobile wall.  Never place the wall in close proximity of 
overhead electrical power lines, of any type, at any time. 

 
CAUTION:  DO NOT set up the wall on soft ground, sand or other unstable surfaces.  
DO NOT use blocks under the jacks.  DO NOT lower the jacks onto soft ground, sand 
or other unstable surfaces. 

 
Block the wheels of the trailer with blocks or wheel chalks to keep the wall from moving 
when unhooked from the tow vehicle. 

 
4.2. Unhitch Tow Vehicle 
 
Reset the front jack for removal of the climbing wall from the tow vehicle.  Pull the pin 
holding the tongue jack in the horizontal travel position.  Rotate the jack 90 degrees to the 
vertical position with the foot of the jack near the ground.  Replace the pin holding the jack 
to the tongue. 
 
Unhook all towing components.  Disconnect the Electrical Plug, the Emergency Brake 
Break-a-way Lanyard (if applicable), the Towing Safety Cables and the Safety Hitch Pin. 
 
Release the Coupler Latch Handle.  Remove the coupler safety hitch pin from the coupler 
latch handle.  Pull up on the Latch Handle Safety Lock and then lift the Coupler Latch 
Handle 90 degrees to the fully vertical position. 
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Raise the coupler up off of the tow vehicle hitch ball.  This is accomplished by rotating 
the jack handle on the jack counter clockwise.  Rotate the jack handle until the coupler is 
completely up off of the ball.  Ensure there is enough clearance between the ball and the 
bottom of the coupler to allow the tow vehicle to be driven away without catching the 
coupler. 

 
 
Park the tow vehicle.  Move the vehicle away from the operational area. 
 

4.3. Prepare The Wall For Raising 

 
CAUTION:  For your safety, read all instructions before setting up the mobile climbing 
wall for operation. 

 
Move Jacks from their travel position to their operational position. 
 
Space Saver 1 Style Trailer ï Rotate one front side jack to its vertical operational position.  
Ensure the jack pin is fully inserted all the way through the jack and jack holding spud.  
Raise the front of the wall using this jack until the tongue jack raises up off of the ground.  
Move the tongue jack back to the opposite front side of the trailer base.  Attach the jack 
vertically to the jack holding spud with the jack pin fully inserted all the way through the jack 
and jack holding spud.  Raise the jack until it is also firmly on the ground and at an equal 
height that causes the front of the trailer base to be level horizontally. 
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Pull the pop pin up holding the rear swing arm jacks in their forward travel position and pull 
out on the jack swing arm.  Rotate the jack swing arm all the way to the full rearward 
position.  Lift the rear pop pin up and push the swing arm fully against its rearward position.  
Release the pop pin and ensure it has engaged the swing arm by pulling outward on the 
swing arm jack.  The jack should stay in place, not able to swing out from its locked 
operational position. 
 

 
 
NON Space Saver 1 Style Trailer ï Take one of the rear jacks and place it in the middle 
position at the tower rest below the lockdown pin.  Always place the jack pin all the way 
through the jack and the jack holding spud.  Raise the jack by rotating the handle counter 
clockwise until the tongue jack lifts up off the ground.  Remove the tongue jack by pulling 
out the jack pin and move this jack to the vacant rear side jack operational position. 
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Move the remaining rear jack from its travel position to the operational position. 
 

 
 

For the MW2 Two-Climber model, place one of the rear jacks on the jack mounting spud 
located  two feet in front of the base pan which holds the hydraulic lift pump.  Always place 
the jack pin all the way through the jack and the jack mounting spud prior to raising or 
lowering a jack.  Raise this jack by rotating the handle clockwise until the tongue jack lifts 
up off the ground.  Move the tongue jack back to the vacant rear side jack operational 
position. 
 
Remove the Tower Lockdown Pin, Strap or Chains.  Release the spring clip from the pin 
and remove the lockdown pin fully from itôs travel location.  The lockdown pin can hang 
from itôs lanyard while not in use. 
 

   
 
The MW2 Two Climber model utilizes a lock down ratchet strap.  When the handle is in the 
fully down position, the locking lever will lock the handle in place to prevent the strap from 
loosening.  To release the strap, push down on the latch handle to relieve the pressure on 
the locking lever and at the same time, press downward on the locking lever.  This will 
release the locking lever and allow the handle to rotate upward and allow the strap to 
loosen.  Remove the strap hook from the lockdown loop of the tower frame. 
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WARNING:  Severe damage will occur if you attempt to raise the wall without removing 
the lockdown pin, strap or chains. 

 

4.4. Stabilizer Cable Setup 
 
There are two different stabilizer cable configurations.  Some models of climbing walls do 
not require stabilizer cables.  If your model came with stabilizer cables, reference the 
proper configuration pictures below to attach the components and to attach the cables to 
the trailer and tower frame.  Ensure you attach the stabilizer cables prior to raising the wall 
into its operational position. 

NON Space Saver 1 Style 
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Space Saver 1 Style 
 

 
 

The top end of the stabilizer cables for all models have spring hooks attached to each cable 
eye. 

 
The two top Spring Hooks on the stabilizer cables are attached to the stabilizer cable loops 
welded underneath the top of the tower frame, one cable on each side of the tower. 
 

 
 
The single bottom Spring Hook of the stabilizer cables is either attached to the eye bolt 
located behind the tower rest (NON Space Saver 1 style) or to the stabilizer cable loops 
welded to the base frame (Space Saver 1 style). 
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NON Space Saver 1 Style 
 

 
Space Saver 1 style setup utilizes the welded-on loops at the front of the trailer base near 
each front side jack location. 

Space Saver 1 Style 
 

 
 

All stabilizer cables need only be snug once the wall has been fully raised.  Turn the turn-
buckle to tighten or loosen the cables until they are snug only.  DO NOT over tighten the 
cables and then raise the wall as this will damage the stabilizer cable components or the 
attachment points on the base and/or tower frame. 
 

4.5. Prepare The Auto-belays 
 
Verify Auto-belays are ready for use.  Check for and remove any debris in or around the 
Auto-belays, cables and davit pulleys that may have occurred during transport.  Verify there 
is no oil leakage at all fittings, gauges, fill valves and hoses on the outside of the Auto-
belay.  Verify there is no excessive oil leakage from the breather caps located at the bottom 
of each of the hydraulic cylinders.  The breather caps allow air to enter and exit the 
cylinders as they extend and retract with cable usage. 
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Note:  There may be a small amount of oil weeping from the Auto-belay breather caps.  
Weeping is considered normal.  Weeping is where there are traces of oil seen around the 
caps or the bottom of the Auto-belay box.  There may be a drop or two of oil seen on the 
ground during use.  Weeping is considered to be normal. 
 
At no time should the Auto-belay exhibit a continuous dripping of oil from these caps or any 
where else on the Auto-belay.  If there is more than the normal weeping of oil and you have 
to add 5 to 10 psi air pressure over the course of a month in conjunction with an oil loss, 
this is considered excess leakage.  Any Auto-belay cylinder that exhibits excess leakage 
must be replaced. 
 

 CAUTION:  DO NOT operate any Auto-belay that demonstrates excessive oil leakage.  
The Auto-belay must be repaired prior to any use.  If you are unsure whether an Auto-
belay is leaking or weeping, contact Extreme Engineering Technical Support for help. 

 
During travel, the Auto-belay cables are fully retracted, with the cable swivel and carabineer 
at the top of the wall.  The outer cables on each side of the wall are attached together with 
their carabiners.  Unhook the two outer carabiners to separate the cables.  Extend the 
Auto-belay cables to the rear of the wall and attach them to the eye-bolts, approximately 3 
feet from the bottom of the climbing surface, with the carabiners. 
 

 
 
NOTE:  Be sure to lower the cables before raising the wall. If you forget to attach the 
Auto-belay cables to the bolt hangers prior to raising the wall, you must lower the wall to 
retrieve the cables and then raise the wall after pulling out the cables and attaching them to 
the eye bolt hangers. 
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CAUTION:  DO NOT free climb the wall at any time without wearing a climbing harness 
and an Auto-belay cable attached to the harness with a carabiner. 

 

4.6. Raise The Wall 
 

CAUTION:  For your safety, read all instructions before raising the mobile climbing wall 
for operation. 

 
Raise all tires of the mobile wall off the ground.  Using the jacks, raise the mobile wall 
until the tires are approximately four inches off the ground.  Rotating the jack handle 
clockwise raises the trailer, counter clockwise lowers the trailer.  Ensure the wall is level 
from both the side view as well as the rear view.  When the tires are off the ground four 
inches, push on one of the rear wheels of the trailer with your foot.  This will cause the rear 
axle to drop down in most cases if it hasnôt done so on its own during the raising of the wall.  
Should the axle drop down during actual climbing use, this action can scare or cause 
unnecessary concern by the climbers. 
 
Attach the hydraulic lift pump controller.  Insert the metal plug attached to the controller 
to the controller socket attached to the pan of the trailer base.  The socket is found at the 
rear of the base on the left side trailer pan near the fender mounting bracket.  Raise the 
protective cover of the socket and fully insert the controller plug. 
 

 
 
Raise the wall with the controller.  Press up on the controller toggle switch to raise the 
wall.  While the wall is raising, listen for any abnormal sounds.  Watch the wall as it raises 
to ensure it continues to raise and is raising at its normal speed.   
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Raise the wall until it is fully upright in the vertical position.  Watch the base frame of the 
climbing tower frame to ensure that it will clear the ground when approaching and 
completing its final vertical position.  If the frame is not going to clear the ground, raise all 
three jacks evenly, a small amount at a time to prevent the wall from leaning too far to the 
left or right side.  If it gets tilted to far with one jack, there is a possibility of the wall falling.  
Raise the jacks enough that the tower frame will clear the ground.  Complete the lift cycle. 
 
Raise the wall to the vertical position in one continuous motion.  Try to avoid pressing the 
UP button multiple times during the raise cycle.  Do Not continue to force the wall any 
further than itôs complete vertical position.  This can cause damage to the frame. 
 
If the wall is raising slower than normal or the pump sounds like it is laboring to raise the 
wall, this could be a sign of a weak charge on the battery. 
 
In an emergency, to raise the wall with a weak battery, the battery can be hooked up to the 
tow vehicle battery temporarily to complete the raise cycle with jumper cables.  One the 
wall has been raised successfully, remove the jumper cables from the and move the tow 
vehicle away from the operational area. 
 
If the wall had to be raised with the help of the tow vehicle, it will also require help when 
lowering.  The default operation of the pump is to raise the wall.  When battery power drops 
below a sufficient level, the direction control module will not engage when the pump is 
running.  The direction control module reverses the flow direction of the hydraulic oil and 
this causes the wall to lower.  If the direction control module does not engage, the pump 
will only attempt to lift the wall further.  It will not lower.   
 
It is also possible that there is sufficient charge to raise the wall with the battery, but the 
raise operation drains the battery enough to where it wonôt lower due to the inability to 
engage the direction control module while the pump motor is running.  In both of these 
cases, you will have to connect the tow vehicle battery to the wall battery to lower the wall. 
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Attaching the tow vehicle battery to jump the wall battery is the same as jumping another 
vehicle that wont start.  Attach the positive jumper cable lead to the positive post on the 
mobile wall battery.  Attach the negative lead to the negative post on the mobile wall 
battery.  Make sure that the opposite ends of the negative and positive leads on the jumper 
cables Do Not touch each other or any portion of metal on either the mobile wall or the tow 
vehicle inadvertently.  Attach the positive lead to the tow vehicleôs positive battery post.  
Lastly, attach the remaining negative lead to a good solid metal ground point on the tow 
vehicle.  Start the tow vehicle and then lower the wall using the controller.  Carefully 
disconnect the leads by first disconnecting the negative cable from the vehicle ground point 
and the positive battery post.  Remove the negative lead from the mobile wall battery and 
then remove the positive lead from the battery. 
 
A good battery will provide from four to eight lift cycles before requiring charging.  The 
number of lift cycles depends on the age of the battery and frequent charging of the battery.  
Extreme Engineering recommends starting each usage season with new battery.  Having a 
secondary backup battery that is always fully charged is also a good preventative measure 
for low battery charge conditions that may occur during operation.  
 
Remove the controller from the mobile wall.  Once the wall has been fully raised into its 
operational position, remove the controller from the controller socket.  Store the controller in 
a safe place that will guarantee it cannot be reattached and/or activated during the climbing 
event for the wall. 
 
Lower the jacks as evenly as possible until the base of the tower sits firmly on the 
ground.  Turn the jack handles counter clockwise to lower the wall until the base of the 
frame is firmly on the ground.  Lower the base to the ground utilizing all three jack a small 
amount at a time to keep the wall as close to vertical as possible to prevent the mobile wall 
from possible tipping over onto its side. 
 
Continue to leave the jack foot pads in firm contact with the ground as an additional stability 
measure.  But, the weight of the tower should be held by the tower frame, not the jacks. 
 
Push on the climbing panel both sideways and front to back.  This operation will 
ensure that the wall is settled completely down on it resting location.  If the wall can be 
rocked by hand in either of the two directions, the wall will either need to be relocated to a 
more level surface, or, minimal shims can be used to stop the rocking.  Shims, such as 
wooden building construction leveling shims (like those used to level and square a 
doorway) are acceptable. 
 
NOTE: You can use shims to level the base of the wall, as long as they are of a sturdy, 
non-compressible material. If you have a gap of more than 1-1/2ò, the wall should be 
repositioned to a more level surface.  Use a minimal number of shims.  Make a final 
inspection of the shims when all other setup steps are completed, to ensure they are 
secure. 
 

The wall should ideally be at exactly 90 degrees vertical, when viewed from the front/back 
view and left/right side to side view. 
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Space Saver 1 Rear Jacks Only ï After the wall has been completely setup, you can 
adjust the placement of the rear swing arm jacks to move them out of the way for the side 
climbing runs.  Raise the jack until it you are able to move the jack forward.  Lift up on the 
holding pop pin and swing the jack straight out perpendicular to the trailer base.  Lower the 
jack in this position until the foot of the jack is firmly on the ground.  Repeat this operation 
for the opposite side of the wall.  Do not attempt to lift the wall up off the ground with the 
jacks in this position.  To lower the wall, lower the jacks until the jack can be swung back to 
the raise/lower position.  Lift the pop pin and push the swing arm completely to the 
rearward position.  Release the pop pin and ensure the jack cannot be swung away from its 
position.  Lower the jacks back down to the ground for lowering the wall. 
 

4.7. Prime Before You Climb 
 

PRIME BEFORE YOU CLIMB 
 

CAUTION:  Exercise every Auto-belay by strictly following these test procedures. 
 
The following test procedures are performed on every Auto-belay as a part of the setup 
process prior to using the climbing wall or after performing maintenance on an Auto-belay. 
 
When performing this test on a Mobile Climbing Wall, you must first raise the wall to its fully 
upright operating position.  Follow your Mobile Climbing Wall Ownerôs Manual to properly 
prepare for and raise the Mobile Climbing Wall.   
 
Test each Auto-belay operation by first priming the system before you climb.  This ñPrime 
Before You Climbò operation must be performed prior to the first climb of each day.  This 
test procedure is required after replacing Auto-belay cables or replacing auto-belay parts 
prior to allowing anyone to climb to the top of the wall, including yourself.  As a good 
measure of safety, you should periodically recheck the Auto-belay operation a couple of 
times throughout the dayôs operation of the wall. 
 
Step 1:  Disconnect the cable from the eye-bolt near the bottom of the climbing surface and 
fully extend the cable (pull the cable all the way out) until it stops.  Holding onto the cable, 
allow the cable to retract back into the Auto-belay three to four feet and then fully extend 
the cable again until it stops.  Perform this action a minimum of four times.  This action will 
purge any air that may have relocated from the air/oil reservoir tank into the hydraulic 
system of the Auto-belay. 
 

CAUTION:  If this step does not exhibit proper auto-belay operation,   DO NOT 
Proceed, DO NOT use the auto-belay.  Contact Extreme Engineering for 
assistance.  

 
Step 2:  Before you climb, put on a climbing harness and attach the cable to the harness 
with the carabiner.  With your feet on the ground near the bottom of the wall, lean 
backwards and attempt a backward fall.  If the Auto-belay is working properly, you will not 
be able to fall backwards.  The Auto-belay should slowly lower you, resisting an 
unrestricted fall.  If you are not safely lowered to the floor, repeat the pumping actions 
again. 
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CAUTION:  If this step does not exhibit proper auto-belay operation,   DO NOT 
Proceed, DO NOT use the auto-belay.  Contact Extreme Engineering for 
assistance.  

 
Step 3:  Only if the previous step passed with proper Auto-belay operation can you 
proceed with this step.  Make a short climb, NO MORE THAN THREE FEET, up off the 
ground.  Release and ensure the Auto-belay provides the proper controlled and restricted 
descent back down to the ground.  You should be lowered slowly down to the ground. 

 
CAUTION:  If this step does not exhibit proper auto-belay operation,   DO NOT 
Proceed, DO NOT use the auto-belay.  Contact Extreme Engineering for 
assistance.  

 
Step 4:  Only if the previous step passed with proper Auto-belay operation can you 
proceed with this step.  Climb the wall up to the halfway point of the climbing wall panel 
surface, NO MORE THAN HALF WAY.  Release and ensure the Auto-belay provides the 
proper controlled and restricted descent back down to the floor.  You should be lowered 
slowly down to the ground.  If not, go back to Step 1 and start all over again. 
 

CAUTION:  If this step does not exhibit proper auto-belay operation,   DO NOT 
Proceed, DO NOT use the auto-belay.  Contact Extreme Engineering for 
assistance.  

 

Test Climb ï Cable Retraction Verification 
 
After the initial four steps of the Prime Before You Climb test is completed successfully, you 
are now ready for a complete climb test.  While wearing a climbing harness attached to the 
auto-belay cable with a carabiner attached to the proper carabiner loop on the harness, 
climb to the top of the wall.  The cable should retract, on its own, the entire climb to the top 
of the wall.  Check that the cable retracts smoothly and retracts with you all the way to the 
top.  Should the cable not retract completely to the top of the wall, stop climbing at the point 
the cable stops retracting.  Carefully climb down the wall until the proper tension and 
restricted lowering is felt on the cable.  If proper restricted extension of the cable is 
achieved, you can utilize the auto-belay to lower back down to the bottom.  If not, you must 
climb down the wall using the handholds and not rely on the Auto-belay. 
 
The most typical reason for a cable to not retract fully to the top of the wall is air pressure.  
Check the pressure in the gauge for the auto-belay.  Proper pressure is between 60 and 65 
psi with the cable extended to the bottom of the wall and hooked to the eye-bolt.  Normal 
operation should return for the cable retraction if the problem was too low of air pressure. 
 
If the cable does not retract fully and the air pressure is within specification, the Auto-belay 
is getting stuck from an obstruction or is binding and not operating properly.  DO NOT use 
the Auto-belay until the cause of the obstruction or binding is located and resolved. 
 

CAUTION:  DO NOT use an Auto-belay that does not retract the cable completely to 
the top of the wall.  Contact Extreme Engineering Technical Support assistance on 
troubleshooting. 
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Test Climb ï Auto-belay Controlled Descent Verification 
 
When descending back down the wall, ensure your descent is slow and controlled by the 
operation of the Auto-belay for the full decent to the ground.  The descent is smooth without 
any drops, halts or jerky motions. 
 
The descent from the top should be at the same rate of speed from the top to the bottom 
for the full run of the cable.  If the air has not been fully purged from the system, there is a 
chance that the releasing from the top of the wall to lower back down to the ground will 
cause an unrestricted releasing of cable for a short distance before the auto-belay begins 
to belay properly.  If the auto-belay exhibited proper restricted extension of the cable for the 
several short climbs prior to climbing to the top, the auto-belay should belay properly prior 
to the cable reaching the full length of travel to the bottom of the climbing wall.  If the 
descent at the top of the wall is faster than normal, there is still air in the wrong location of 
the Auto-belay system.  Air must be only in the reservoir tank along with the proper level of 
fill of automatic transmission fluid. 
 
It is also possible to exhibit these same symptoms should the auto-belay develop an 
excessive leak and the fluid goes below the critical fill level.  The auto-belay oil level from 
the factory is slightly above the half way point on the tank.  The critical level is reached 
when the oil drops below the top of the glass in the site glass window.  The site glass is 
three inches up from the bottom of the air/oil reservoir tank on one side and is either brass 
or nickel plated. 
 

CAUTION:  Any auto-belay that does not exhibit the same slow and controlled 
extending of cable for the full length from the top to bottom of the wall must be shut 
down immediately.  DO NOT use the auto-belay until it can be inspected and the 
problem corrected.  Contact Extreme Engineering Technical Support assistance on 
troubleshooting. 

 
CAUTION:  The air pressure in the Auto-belay system is what causes the cable to 
be retracted when releasing the cable or climbing the wall with the cable 
attached to the climbing harness.  This restriction of movement provided by the 
air pressure is NOT enough for proper cable extension operation of the Auto-
belay. 
 
The oil in the system is what provides the proper restriction to control the speed 
of descent when a climber is being lowered to the ground by the Auto-belay.  If 
there is air in the system when a person has climbed to the top of the wall and 
then releases to lower back down to the ground, the descent will NOT be slow 
and controlled.  Personal injury may occur if the air has not been fully purged 
from the system. 
 
If air is displaced from the air/oil tank into the hydraulic check valves at the 
hydraulic cylinders inside the Auto-belay box, there will not be the proper 
restriction of movement when the cable is pulled out of the Auto-belay.  DO NOT 
CLIMB a wall with an Auto-belay that does not exhibit the proper restricted 
movement when extending the cable out of the Auto-belay for the complete 
length of travel from the top to bottom of the climbing wall surface.  There is a 
very noticeable difference in resistance when extending the cable out with air in 
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the check valves versus oil in the check valves.  DO NOT CLIMB with an Auto-
belay with air in the check valves. 

 

5. Prepare For Operating The Wall  
 
These final steps will make the mobile climbing wall ready for climbers. 
 
Itôs a good idea to have a crowd control barrier around the mobile climbing wall.  You might 
use stanchions to keep those waiting to climb out of the climbing area and to provide a 
place for climbers to line up while waiting. 
 
We recommend having a 6 to 8 foot radius in front of the mobile climbing wall to keep 
people clear from climbers.  This is what we call the ñclimbing zoneò that can be used to 
harness, de-harness and allow the general public to climb in a safe area.     
 
Set up a cashbox and table near the crowd control ropes at one side of the mobile climbing 
wall. 
 
The cashbox and table should be adjacent to a ñharness area,ò so one operator can both 
collect money and harness climbers.  If you use tokens or tickets, the operator will still need 
to collect these.  (See the Operating Techniques section below.) 
 
Establish your method of entrance control. This includes how tickets are used, supervising 
the entrance point to the line, etc. 
 
Make sure your operators are clear on your procedures. 
 
Make sure you are in compliance with any applicable rules and regulations at the site or 
event. 
 
You should have a plan established for handling contingencies like medical or other 
emergencies, even though these are unlikely to occur. Make sure every member of your 
crew knows this information. 
 

6. Banner Setup 
 

Always set up your banners prior to raising the wall. 
 

If the banner kit was purchased with the wall, the holding brackets will have already 
been installed. If you are adding the banner kit at a later time than the original wall 
purchase, you will need to install the banner holding brackets.  Once attached you can 
leave them permanently attached to the wall. 
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NON Space Saver 1 Style 

 
 
Mount the 4 Banner Brackets on the inside 2ò x 2ò cross members.  The front banner 
brackets mount on the inside cross member of the tower frame at the top of the wall.  The 
rear banner brackets mount on the cross member of the tower frame located mid-point of 
the Auto-belay, above the rear tire.  Once the brackets are installed, they need not be 
removed. 
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Space Saver 1 Style 
 

 
The brackets which hold the banner arms are permanently welded to the tower frame of the 
wall just above the rear of the fenders and just behind the side marker light at the top of the 
tower frame. 

 
 
Attach your banners to the tower banner brackets.  Attach steel banner arms into the 
brackets holding them in place with the pins or holding brackets (depending on whether you 
have an Space Saver 1 or NON Space Saver 1 style) at all four corner locations.  Slide the 
banner sleeve over the top banner arms.  Slide the PVC banner holder through the bottom 
sleeve of the banner.  Attach the lower PVC banner holder to the bottom banner arm using 
the supplied bungee cords to keep the banner positioned in place during the wall operation. 
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Banner Sizing.  The unfinished finished size of the banner is six inches longer than the 
finished size.  The extra 6 inches in length of the unfinished size is for folding over and 
sewing pockets at each end of the banner for the banner arms.  The pockets are then 
slipped over the banner arms. 
 
NOTE:  Reference the previous drawings for banner sizing or your particular model.  Since 
the banner brackets may vary in position during manufacturing, it is better to wait until you 
have your product before having the banners made.  This will ensure your banner will fit 
your product.  The bolt on banner brackets can be relocated to the different cross beams of 
the tower frame to make shorter banners if desired.  The Space Saver 1 style brackets 
cannot be relocated. 
 

7. Operating The Wall 
 

CAUTION:  Read all instructions before operating the mobile climbing wall. 
 

CAUTION  Climbing is a physical activity and all possible care should be taken to 

ensure the safety of the climbers, spectators, and operators.  Always operate the 
mobile climbing wall according to the procedures described here. 

 

7.1. Operating techniques 
 
Make sure to keep the landing area clear of spectators.  It is recommended to have at 
least 6 to 8 feet clear in front of the mobile climbing wall for a ñclimbing zone.ò   
 
Use a minimum crew of two members. 
 
Crew member #1 
 

 Takes money (or tickets, or tokens, if money is taken elsewhere) 

 Helps the climbers complete release forms (may be necessary) 

 Harnesses the climbers 

 Sends climbers to crew member #2 
 
Crew member #2 
 

 Hooks up the climbers 

 Collects tickets or tokens (if used) 

 Supervises climbers on the wall 

 Unhooks the climbers 

 Sends climbers back to harness area 

 Advises climbers (acts as the coach) 

 Solves problems with climbing 
 
When not in use, you must keep the Auto-belay cables attached to their corresponding bolt 
hangers near the bottom of the wall.  If you accidentally release a cable, it will automatically 
retract to its davit at the top of the wall, and you will have to retrieve it manually. 
 
The coach (crew member #2) should be the only non-climber in the landing area. 
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After the climberôs time is complete, unhook the climber and have him or her go to the 
harness area for removal of the harness. 
 
To ensure maximum safety and provide easy and quick setup for climbing, use Extreme 
Engineeringôs Speed HarnessÊ for your climbing harnesses during your events.  They 
increase your cycle time, are  faster and safer to put on, and last longer than any standard 
harness on the market. 
 

7.2. Safety Rules For The Operator 
 
V Donôt climb on the back side of the wall or its supports 
V Donôt stand on top of the wall 
V Donôt stand underneath a climber while climbing is in progress 
V Donôt leave the mobile climbing wall unattended while climbs are in progress 
V If you must leave the wall unattended (while not in use), make sure that the Auto-belay 

cable is not accessible.  This may be difficult, so the best solution is to keep one 
crewmember at the wall at all times.   

V Using the optional safety cover is highly recommended, to prevent unauthorized 
climbing. 

V Donôt let a climber put on or take off a harness.  You must always do this. 
V Donôt touch any pulley or cable within the wall structure while the Auto-belay is 

operating.  If you must handle an Auto-belay cable while a climb is in progress, it should 
only be a cable on the climbing side of the wall, and as described in the special 
situations section below. 

 
CAUTION:  Donôt wear any loose clothing, such as scarves, neckties, etc., while 
operating or inspecting the ride, to prevent the possibility of your becoming entangled 
in the rideôs moving parts. 

 

7.3. Safety Rules For Climbers 

 
Itôs a good idea to make climbers aware of some simple rules.  We suggest you reproduce 
these rules as a poster or handout for the climber (and his or her parents) to read.  The 
following page is ready to photocopy, if you wish.  Contact Extreme Engineering via email 
for an electronic format of the safety rules.  
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Safety Rules 
 

Mobile Climbing Wall 
 

CLIMBER RECOMMENDATIONS 
 
V Must weigh 45 lbs minimum, 250 lbs maximum to wear climbing harness. 
 
V Climber must fit in the harness to be allowed to climb. 
 

BEFORE YOUR CLIMB STARTS 
 
V After you are hooked into your harness, stay in the harness area. Wait until the operator 

tells you to go to the climbing area. 
 
V Donôt step on the Auto-belay cable while you wait to start. 
 

DURING YOUR CLIMB 
 
V Stay on the climbing route for your station. 
 
V Donôt cross over to put yourself directly beneath or above other climbers. 
 
V Donôt climb without shoes or a top. 
 
V Donôt climb beyond the wall top. Donôt go beyond chest-height to the wall top. 
 

DURING YOUR DESCENT 
 
V Donôt kick off more than 4 feet from the wall. 
 
V Rappel straight down, and donôt swing too close to other climbers. 
 
V Be alert for other climbers beneath you, who may have strayed from their routes. 
 

AT THE END OF YOUR CLIMB 
 
V When you are lowered to the ground at the end of the climb, land on your feet. 
 
V After your climb is complete, wait for the operator to unhook you. 
 
V Once you have been unhooked, go to the harness area where we will remove your 

harness. Please DO NOT try to remove the harness yourself. 
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7.4. Special Climber Situations 
 
The vast majority of climbs take place without any difficulty or interruption, but sometimes a 
problem can occur. Hereôs what to do. 
 
Climber frozen at top 

 

 Ask the climber to stay calm. Say that you are going to come up and the climber down. 
 

 Put on a harness. 
 

 As the climber next to the frozen climber finishes climbing, clip into the Auto-belay cable 
and climb the wall. 
 

 When you reach the frozen climber, show the participant the climbing holds to climb 
down. 

 
NOTE: Encouraging the climber to rappel down generally will not work. 
 
Climber reports discomfort 
 

 Ask the climber to stay calm. Ask if the climber is comfortable rappelling down. If so, 
then ask the climber to do so (if not, follow the procedure for ñClimber frozen at topò 
above). 

 

 If there is a problem with harness comfort, then adjust the harness, and let the climber 
begin climbing again. 

 

 If a climber is unable to resume for whatever reason, unhook and send the climber back 
to the harness area. 

 

Climber is intentionally reckless 

 

 Ask the climber to take it easy. Choose one of the following options if he or she persists: 
 
a. If you DO NOT believe adjacent climbers would be endangered, tell the reckless 

climber to rappel down or climb down now; 
 
or 

 
b. If you believe other climbers might be endangered, tell the reckless climber to freeze 

at their position, and ask the other adjacent climbers to rappel down first (you can let 
them restart once the reckless climber is removed from the wall). Then, tell the 
reckless climber to either rappel down or climb down. 

 

 Unhook the climber and send the climber back to the harness area. 
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Climber too light to rappel down 

 

 Ask the climber to stay calm. 
 

 Put on a harness 
 

 As the climber next to the frozen climber completes their climb, clip into the Auto-belay 
cable and climb the wall. 

 

 When you reach the climber, grab the climberôs Auto-belay cable.  Then your weight 
and the climberôs weight will cause both of you to safely rappel down. 

 

Auto-belay cable retracts to top of wall 

 

 Put on a harness 
 

 Clip onto another available Auto-belay cable and climb wall. 
 

 Grab the loose Auto-belay cable and bring it down.  When you get to the bottom, attach 
it to a bolt hanger at the bottom of the wall.  

 

8. End of Event Takedown 
 

CAUTION:  For your safety, read all instructions before taking down mobile climbing 
wall. 

 
CAUTION:  Keep the area clear of people, cars, etc., during all steps of the takedown. 

 
Clear the area of items used in operating the mobile climbing wall, including stanchions, 
crowd control barriers, etc. 
 
Clear the area of people and cars. 
 

8.1. Lower the wall  

 
CAUTION:  Keep the area clear of people while lowering the wall.  Also make sure 
there is nothing resting on the trailer base frame that might prevent the wall from 
completely lowering onto the trailer base.  

 
Release the Auto-belay cables.  Disconnect each Auto-belay cable and allow it to retract 
completely to the top of the wall by itself. 

 
Attach the hydraulic lift pump controller.  Insert the metal plug attached to the controller 
to the controller socket attached to the pan of the trailer base.  The socket is found at the 
rear of the base on the left side trailer pan near the fender mounting bracket.  Raise the 
protective cover of the socket and fully insert the controller plug. 
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Raise the base of the tower frame off the ground.  For the Space Saver 1 swing arm 
jacks, raise the jacks enough to get the jack to clear the ground.  Swing the swing arm jack 
to its fullest rearward position.  Lift the holding pop pin and continue to push the swing arm 
until it is up against the trailer frame.  Release the pop pin and then pull out on the swing 
arm jack to ensure the pop pin is engaged and holding the swing arm in place.  Perform 
this action on the opposite side swing arm jack as well. 
 
Using the rear jacks, raise the mobile wall frame that has been sitting on the ground 
surface during operation up until there is a minimum of 2 inch clearance between the frame 
and the ground surface.  Rotating jack handles clockwise raises the wall.  Ensure the wall 
is level from both the side view as well as from the rear view, raising or lowering jacks as 
appropriate to maintain the wall in the exact vertical position and to allow the ground 
clearance. 
 
Lower the wall with the controller.  Press down on the controller toggle switch to lower 
the wall.  While the wall is lowering listen for any abnormal sounds.  Watch all around the 
perimeter of the operational area to ensure individuals or objects will not be hit while 
lowering the wall. 
 

 
 
Lower the wall to the horizontal position in one continuous motion.  Try to avoid pressing 
the DOWN direction on the toggle switch multiple times during the lowering cycle.  Do Not 
continue to force the wall any further than itôs completed horizontal position with the tower 
frame resting on the tower rest.  This can cause damage to frame members. 
 

WARNING:  Never hold the down button for longer than two seconds after the tower 
frame has rested onto the tower rest of the base frame.  Holding the button longer than 
two seconds will damage the base frame, tower frame and upper hinge lift arms. 

 
If the wall is lowering slower than normal, this could be a sign of a weak charge on the 
battery. 
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In an emergency, to lower the wall with a weak battery, the battery can be hooked up to the 
tow vehicle battery temporarily to complete the lowering cycle.  One the wall has been 
lowered successfully, disconnect the jumper cables. 
 
If the wall had to be raised with the help of the tow vehicle, it will also require help when 
lowering.  The default operation of the pump is to raise the wall.  When battery power drops 
below a sufficient level, the direction control module will not engage when the pump is 
running.  The direction control module reverses the flow direction of the hydraulic oil and 
this causes the wall to lower.  If the direction control module does not engage, the pump 
will only attempt to lift the wall further.  It will not lower.   
 
It is possible that there is sufficient charge to raise the wall during the lift cycle, but that 
drains the battery enough to where it wonôt lower due to the inability to engage the direction 
control module.  In both of these cases, you will have to connect the tow vehicle battery to 
the mobile wall battery to lower the wall. 
 
Attaching the battery is the same as with jumping another vehicle that wont start.  Attach 
the positive jumper cable lead to the positive post on the mobile wall battery.  Attach the 
negative lead to the negative post on the mobile wall battery.  Make sure that the opposite 
ends of the negative and positive leads on the jumper cables DO NOT touch each other or 
any portion of metal on either the mobile wall or the tow vehicle inadvertently.  Attach the 
positive lead to the tow vehicleôs positive battery post.  Lastly, attach the remaining 
negative lead to a good solid metal ground point on the tow vehicle.  Start the tow vehicle 
and then lower the wall using the controller.  Carefully disconnect the leads by first 
disconnecting the negative cable from the vehicle ground point and the positive battery 
post.  Remove the negative lead from the mobile wall battery and then remove the positive 
lead from the battery. 
 
Unplug the controller and store it safely away.   
 
Pack up any shims which were under the wall base, and stow them in the optional 
trailer toolbox or in the tow vehicle. 
 

If you have not already done so, retract the Auto-belay cables.  Disconnect them from 
the bolt hangers near the base of the wall and walk the cables up to the top of the wall.  Let 
the cables fully retract up to the davit pulleys.  DO NOT allow the cables to retract by 
themselves when the wall is in the horizontal down position. 
 
Attach Auto-belay cables for travel.  Allow the Auto-belay cables to retract fully to the top 
of the wall.  To prevent damage to the cables, mobile wall, passing vehicles, or possible 
injury to pedestrians during travel, connect the two outside cables on each side of the wall 
together using the carabiners. 
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CAUTION:  DO NOT tow the mobile wall with without securing the two lowest outside 
Auto-belay cables. 

 

8.2. Prepare The Wall For Transport 
 
Move the jacks around to their proper travel position.  One of the jacks always needs 
to be relocated to the tongue jack position for allowing hook up to the tow vehicle hitch. 
 
If one of the axles dropped down during raising the wall, it will relocate properly once 
you are driving down the road.   This may not happen immediately upon moving the wall.  It 
may take a bump in the road to cause the axle to relocation to its proper towing position.  
This is a normal condition. 
 
Back the tow vehicle into position so that its towing ball is positioned under the mobile 
climbing wallôs trailer tongue.  If you have a second operator, have him or her stand by the 
trailer to guide you into position.  Position the tow vehicleôs hitch as close as possible to the 
tongue of the trailer with the trailer coupler as close to directly above the towing ball as 
possible.  Position the vehicle to minimize having to manually move the trailer into place. 
 
Follow section 2 and 3 of this manual for attaching and towing the mobile climbing 
wall.   
 

9. Troubleshooting 
 
If you have a problem with your mobile climbing wall, check the following table for solutions. 

 

Problem and Solution 
 

Jacks donôt extend or retract 

 Keeper pins may still be in place.  Remove the keeper pins.   

 Dirty jack inner ram tube.  Remove obvious dirt, and then spray a little silicon lubricant 
to loosen the jack and extend it.  When fully extended, clean the inner ram tube 
carefully and apply a light coating of silicon. 
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Wall wonôt raise or lower 

 Wallôs lockdown pin is still in place.  Remove the lockdown pin.  

 Controller malfunction.  Make sure controller cable is not damaged.  Wires may have 
been pulled loose in connector or receptacle.   

 Loose connector on hydraulic pump.  Check and tighten connector. 

 Battery is low.  Check the battery and recharge if necessary. 

Wall seems unstable 

 Surface not level.  Make sure the setup surface is level.  Add minimal shims as 
necessary. 

 Shims poor.  If you have used shims to level the wall, make sure they are solid, 
stable, and not stacked to a height of more than 1 İò. 

 Poor wall location.  Move the wall to a more solid, level location. 

 Windy.  If wind conditions are too strong, lower the wall and donôt use it until 
conditions improve. 

 Outriggers are not properly or fully deployed.  Deploy, secure, and level. 

 Wall is not vertical.  Check by leveling and adjust jacks as needed. 

Belay in the Box Auto-belay cables wonôt extend 

 Pulley problems.  Make sure the pulleys are turning smoothly and that the cables are 
not jammed. 

 Cables binding.  Replace any worn parts causing binding. 

Belay in the Box  cables wonôt retract 

 Low pressure in the air tank.  Add air to the tank to bring the pressure up to 60-65 PSI 
with the cable attached to the eye bolt at the bottom of the climbing panel. 

Brake lights/tail lights/turn signals donôt work 

 Connector loose or not connected.  Make sure the trailer light/brake connector cable 
is firmly connected to the tow vehicle. 

 Blown fuse in the tow vehicle.  Inspect the fuse and replace it if necessary. 

 Broken wire.  Make sure the connector cable is not damaged. 

 Broken or burnt-out light bulbs.  Replace the broken or dead bulbs. 

 

10. Frequently Asked Questions 
 
What type of vehicle or additional equipment is needed to tow the portable wall? 
Depending upon model, Extreme Engineeringôs products weigh between 2500 and 6000 
lbs.  A class 3 or 4 tow hitch must be used.  The ball size is 2 5/16ò or current and the wire 
harness is a standard RV 7 way connector or a standard flat 4 way connector.  The brake 
control (for the trailer brakes) and wire harness are standard installation for most RV 
centers and U-Haul facilities. 
 
What type of insurance do I need, how much does it cost, where do I get it? 
Most events require liability insurance.  The cost can vary.  We provide a list of insurance 
providers that are familiar with our equipment and requirements.   
 
Is financing available? 
Yes.  Call Extreme Engineering at (916) 663-1560 for a list of recommended financial 
institutions. 
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How much maintenance is required? 
As with any equipment, general maintenance is required.  However, maintenance tasks are 
simple and can be done yourself.  A general log is recommended and the average 
maintenance for our customers depends on the amount of use of the product. 
 
How long does it take to set up a mobile wall? 
The set up time is approximately 15 ï 30 minutes.  All mobile walls can be set up with one 
person.  The push button hydraulic lift on Extreme Engineering mobile products make it 
safe, fast and easy! 
 
Are there different levels of difficulty on the mobile climbing walls? 
Yes.  The wall designs provide different levels of difficulty; however, Extreme Engineering 
makes sure that the wall isnôt too difficult to climb.  We offer over various climbing hold 
placements for rerouting the wall, allowing you to set the difficulty level higher or lower.  
The climbing holds can be easily moved and adjusted for any combination or configuration 
you want.   
 
How durable is the climbing surface? 
The simulated rock finish is a polyester resin with a long fiber E-glass matrix, making it 
waterproof, wear resistant, and extremely durable for many years of use.  The polymer 
technology is also designed for many years of.   
 
How do I clean the wall and climbing holds? 
Most of our customers find it easy to go to a ñcoin-opò car wash.  DO NOT use high 
pressure wash nozzles on the polymer style climbing panel.  High pressure can be 
used for the fiberglass style climbing panel. 
 
What is a short footprint trailer? 
The footprint is the actual space dimension on the ground when the mobile climbing wall or 
other Extreme Engineering mobile product is set up.  Due to our unique, patented (US 
PAT# 6,083,142) trailer base, the footprint is only 16ô x 8ô (depending on configuration).  
One of the many advantages of the short footprint is the ability to fit inside areas that are 
limited in space.  Many events charge vendors by the square foot.  Fewer square feet 
equates to less money out of your pocket! 
 
What types of events are most popular? 
Fairs, festivals, school carnivals, graduation nights, college events, private parties, 
corporate team building, company picnics, radio promotions, store sales, parks and 
recreation events.  The list is endless and is based on your creativity!  
 
What are the typical gross earnings potential? 
Similar to most businesses, returns vary depending on the individuals running the business 
and the venue.  Here are some potential numbers, for a Three-climber wall: 

 Average time per climber:  3 minutes 

 Climbers per hour with harness time: 45  

 Average per climber price:  $3-$6 

 Average hourly price:   $200-$300 

 Average Per Climb Income:  45 climbers per hour at 8 hours of climbing time at  
      $5 per climb equals $1800 per day. 

 Average Hourly Charge Income: 8 hour event at $225 per hour = $1800 per day 
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My Auto-belay is leaking oil out of the breather. 
Is the fluid clear or red in color? If the oil is clear and the hydraulic cylinder is new, this is 
normal for some to leak out.  The clear fluid is an assembly fluid and will soon work itôs way 
out of the ram.  If the fluid is red, it is not uncommon for a little weeping to occur. However if 
the system is loosing air pressure (10 to 15 psi per month), the cylinder must be replaced. 
 
My Auto-belay is spewing or leaking oil. 
Spewing or leaking oil is a safety issue and ram should be replaced. During the ram 
replacement procedure always ensure that fluid levels are correct. 
 
My Auto-belay has lost pressure, below 55 PSI. 
The correct pressure for an AB-34 is 65 to 65 psi when the cable is fully extended and 
attached to the eye-bolt at the bottom of the climbing panel.  If an Auto-belay is loosing 
pressure due to fluid loss and the tank is re-pressurized without first resolving the leaking, 
the Auto-belay runs the risk of running out of fluid. Operating an Auto-belay low on fluid is a 
safety issue. To correct problem; Check fluid level (see procedure). Using a soapy water 
solution, you can look for air loss at the various fittings, hoses and other connections.  Wet 
each joint and look for bubbles.  If bubbles appear, tighten or re-seal the connection as 
appropriate for the type of connection (compression versus sealed fittings).  
 
My Auto-belay ódroppedô a climber a few feet. 
Immediately stop using that Auto-belay. If the climb is the first climb of the day, the Prime 
Before You Climb operation was not successful.  It also may mean the Auto-belay fluid 
level has dropped below the critical level as seen in the site glass on the side at the bottom 
of the air/fluid tank.  If the auto-belay is low on fluid, see the check and refill section.  
Contact Extreme Engineering for troubleshooting advice. 
 
I cannot LOWER my wall. 
Check battery level by using jumpers to a running vehicle.  Hook up the jumper cables the 
same as you would when attempting to jump start a vehicle.  Check all battery cables for 
corrosion and tightness.  Check all wires from plug on trailer-side to battery and pump 
motor looking for loose connections.  Check controller-side plug for loose connections. 
Remove plug cover and inspect wires/connections. 
 
I cannot RAISE my wall. 
Check battery level by using jumpers to a running vehicle.  Hook up the jumper cables the 
same as you would when attempting to jump start a vehicle.  Check all battery cables for 
corrosion and tightness.  Check controller-side plug for loose connections. Remove plug 
cover and inspect wires/connections.   
 
My pump makes sounds when I try to operate the controller but nothing happens 
with my wall. 
Check battery level by using jumpers to a running vehicle.  Hook up the jumper cables the 
same as you would when attempting to jump start a vehicle.  Check all battery cables for 
corrosion and tightness.  Check controller-side plug for loose connections. Remove plug 
cover and inspect wires/connections.  Check the automatic transmission fluid level in tank. 
 
 
 
 



 
Version 7.01 - 05/13/11 

Extreme Engineering® 

Mobile Wall Ownerôs Manual 

 
Page 54 of 87 

 

11. Maintenance 
 
Your mobile climbing wall will give you years of trouble-free service if you take care of it. 
For safety, trouble-free operations, and good appearance, follow the maintenance 
schedules provided here. 
 
Log Book 
 
A maintenance log book is essential for tracking the use of the Extreme mobile climbing 
wall. If you record the date, number of daily cycles, and number of cumulative cycles, this 
record will allow you to anticipate when some maintenance tasks (such as replacing an 
Auto-belay cable) should occur.  We have a maintenance log sheet included on page 48 of 
this manual.   
 
Maintenance procedures and inspection logs 
 
Read the inspection procedures on the following pages. Be sure to use copies of the 
inspection checklists provided in this manual to keep a record of your inspections. 
 
Detailed description of inspection items 
 
Inspect the mobile climbing wall thoroughly before you take it out to use it. Your safety on 
the road, during setup and your climbersô safety depend on it! 

 
Auto-belay cable 
 
Check the cable for fraying, broken strands, kinks, wear or damage. Run your hands along 
the entire length of the cable, checking for a wavy or uneven feel to the cable. We 
recommend wearing leather gloves when checking the cable. If you hit a broken strand or 
frayed section of cable, it can hurt your fingers! 
 
ALWAYS REPLACE YOUR CABLES EVERY YEAR OR 10,000 CLIMBING CYCLES, 
WHICH EVER COMES FIRST.  YOU, YOUR STAFF, AND YOUR CLIENTS DEPEND ON 
IT. 

 
CAUTION: Always replace any suspect cable. This is absolutely critical for safe 
operation! If you suspect a cable is damaged, or are not sure, visit our tech page at 
www.extremeengineering.com or call Customer Service for assistance before 
operating the system! 

 
Only order Extreme Engineering certified cables.  Extreme Engineering uses the 
highest grade cable available.  Auto-belay cables should be replaced every 12 
months from date of manufacture or 10,000 climbing cycles (a climb cycle is once up 
the wall and once down the wall), which ever comes first even if there are no signs of 
wear. 
 
Auto-belay pulleys 
 
Make sure the cables are traveling through the pulleys without binding.  Make sure all the 
pulleys are turning smoothly and are not worn. 
 

http://www.extremeengineering.com/
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Auto-belay system 
 
Inspect the Auto-belay system thoroughly for wear in the pulleys or cables.  Call Customer 
Service for assistance in ordering and replacing pulleys and cables.  Replace lock nuts 
after any Auto-belay servicing.   
 
Make several climbs on the Extreme mobile climbing wall.  Be sure that the cables retract 
smoothly, and your descent is smooth, without any halts or jerky motion. 
 
Hydraulic Hose 
 
Make sure the hose isnôt leaking. It you find a leak, call Customer Service for assistance. 
 
Air Tank 
 
Make sure the pressure in the air tank is at the correct pressure, 60 to 65 PSI with the 
cable extended, or as otherwise marked on the tank. 
 
Wall lift system 
 
Raise and lower the wall. Make sure the wall lifts smoothly and completely. If the wall does 
not raise or lower completely, or there is any hesitation in its motion, contact Customer 
Service. 
 
Check that all connectors on the hydraulic lift pump are properly tightened (control cable, 
power, and ground). Tighten if necessary. 
 
Jacks 
 
The Extreme mobile climbing wall has a total of four: the two outrigger extending jacks, and 
the two front jacks. 
 
Let out each extending jack as far as possible and clean the inner ram tube. Coat the tube 
with a light coat of silicon spray lubricant. 
 
Trailer Hitch 
 
Make sure the trailer hitch is of the proper weight capacity and the towing ball is a 
2-5/16ò diameter.  Inspect the safety cable and its mounting hardware for wear. If at all 
questionable, replace it. 
 

CAUTION:  If you are in any doubt about the hitch or the safety cable, consult Extreme 
Engineering or an automotive or RV service center. This is critical for safe transport.  A 
trailer becoming unhitched during transport can be a catastrophic. 

 
Trailer tongue 
 
Make sure the bolts holding the trailer tongue to the trailer are tight. 
 
Trailer wheels 
 
Make sure the lug nuts are tight.  Lug nuts should be checked every 500 miles. 



 
Version 7.01 - 05/13/11 

Extreme Engineering® 

Mobile Wall Ownerôs Manual 

 
Page 56 of 87 

 

 
Trailer lights 
 
Connect the trailer light and brake connector to a towing vehicle.  Be sure the taillights, 
brake lights, running lights and turn signals are performing correctly.   
 
Replace any broken or burnt-out bulbs.  Keep spare bulbs on hand.  When troubleshooting 
non working lights, remember to check the tow vehicleôs fuses also and replace as 
necessary. 
 
Check for broken light lenses and replace if necessary. 
 
Loose or broken parts 
 
Inspect the entire mobile climbing wall for loose or broken parts. Replace broken parts (call 
Customer Service to order) and tighten loose parts. 
 
Hitch pins 
 
Hitch pins are an additional safety measure for their intended use.  Keep spares on hand. 
Only replace with equal quality. 
 

CAUTION: For both use and transport, never modify, alter, or adapt your equipment 
with anything other than the correct keeper pins or safety snap pins! Doing so could 
create a serious hazard! 

 
Harness 
 
Protect your harnesses from constant direct sunlight and heat and from nylon-damaging 
substances such as acids, alkalis, oxidizing agents, and bleach. 
 
Carabiner 
 
Make sure the carabiners lock properly.  All surfaces of the carabineers should be free of 
cracks, sharp edges, corrosion, burrs, or excessive wear.  Be sure the gate and any locking 
mechanism closes freely and completely.  Gate opening and closing should be quick and 
easy.  If washing and drying does not remedy a gummed-up carabiner, replace it.  Replace 
carabiners if they are worn or damaged. 
 

CAUTION:  If a carabiner does not pass inspection (even after cleaning), destroy and 
replace it with a new one.  This is absolutely critical for safe operation.  Always keep a 
spare carabiner on hand. 
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12. Replacing Auto-belay cables 
 

12.1. Mobile Wall Air Pressure Release 
 
If the cables are attached to the eye-bolts at the bottom of the climbing panel, release them 
and allow the cable to retract to the top of the wall. 
 
With the wall in the fully down position, remove the tower lockdown pin and raise the 
climbing tower three to four inches up off of the tower rest. 
 
The reason for this is the oil level in the auto-belay tank, from the factory, is slightly above 
the mid-point level of the reservoir tank capacity.  With the wall in a level (horizontal) 
position, the automatic transmission fluid will spew out of the air fill valve when releasing 
the air pressure.  Raising the front of the wall three to four inches above horizontal will 
cause the fluid to drop down below the air fill valve level.  It is normal for a small amount of 
oil, or vaporized oil to appear around the air fill valve when releasing air pressure. 
 

 
 
Remove the tower lockdown pin and slightly raise the tower of the mobile wall.  Release the 
air pressure from all auto-belays which you are replacing the cables on.  To release the 
pressure, remove the small black rubber cap from the air fill valve.  To prevent oil that may 
remain in the air fill valve from spraying, hold a rag over the air fill valve while releasing the 
air pressure.  Using a small screw driver, carefully press inward on the fill valve pressure 
release pin.  Be careful not to bend or press too hard on the pressure release pin while 
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releasing the air pressure.  Drop the air pressure down to zero as indicated on the air 
pressure gauge next to the air fill valve. 
 

 
 
Once all air pressure has been released from the auto-belays receiving a cable 
replacement, lower the tower back down onto the tower rest. 
 

12.2. Remove The Auto-belay Box Covers 
 
Remove the bolts that hold the covers in place using an SAE 7/16ò socket or wrench.  
There are a total of 18 bolts with internal tooth lock washers to remove, 3 on each side of 
the top and bottom covers. 
 

 
 
Move the cover with the air/hydraulic fluid reservoir off to the side to provide access to the 
cable inside the top of the auto-belay box.  When moving the cover off to the side, be 
careful not to damage the hydraulic hose between the tank and the lower half of the auto-
belay. 
 
If you are changing cables on a stationary wall, find a way to hang the tank/cover from the 
steel structure that the auto-belay is mounted to.  DO NOT allow the tank/cover to hang by 
the hose anywhere as this will damage the hose. 
 
The auto-belay hydraulic cylinder rams are positioned inside the lower portion of the auto-
belay box.  A pin at the bottom of the rams and auto-belay box is all that holds them in 
place.  You cannot move the lower auto-belay box cover to the side due to the hydraulic 
fittings that connect the outside hose to the inside hoses.  To provide room for changing the 
cable, raise the entire hydraulic assembly at the top of the lower cover.  Raise the entire 
assembly upward until you can insert an object that will rest on the top of the bottom auto-
belay box sides and allow the hydraulic assembly to rest on the object.  In the following 
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example, a large screwdriver was used to hold the assembly up out of the auto-belay box.  
When raising the assembly and cover, be careful to not damage the hydraulic hoses and 
fittings both on the inside and outside of the Auto-belay. 
 

 
 

12.3. Remove The Rear Pin From The Pulley Bracket 
 
Remove the snap ring from one side of the rear pulley bracket pin using external snap ring 
pliers.  While removing, spread the snap ring apart just enough to allow it to be removed 
from the groove in the pulley bracket pin.  If the snap ring is spread too far, it will not re-
engage in the groove properly when it is placed back on the pulley bracket pin.  Should the 
snap ring be spread too far, it will require replacement with a new snap ring.  Push the 
pulley bracket pin out through the opposite side of the pulley bracket.  Set the pulley 
bracket pin and the snap ring to the side for re-attachment later. 
 

 
 

12.4. Remove The Internal Cable Mounting Bolt 
 
Using two SAE Ĳò wrenches or sockets, remove the internal cable mounting bolt. 
 
Older versions of auto-belays utilized a spacers between the auto-belay box and the 
marine eye attached to the cable on the inside of the box.  Current auto-belay 
manufacturing utilizes 3 washers instead of the spacer.  Set the bolt, nylock and 
washers/spacer to the side for re-attachment later. 
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12.5. Remove The Cable 
 
Remove the old cable from the auto-belay by pulling on the end of the cable that extends 
outside of the box.  There is enough clearance for the marine eye to be pulled through 
between the pulleys and the pulley bracket attached to the hydraulic cylinders.  Should the 
cable or marine eye get caught between the pulleys and the pulley bracket, you can help 
thread it through the area with your hands. 
 

12.6. Safety Inspection Of Internal Components 
 
Once the old cable has been removed, inspect all components inside the box for proper 
operation, damage or oil leakage. 
 
Inspect all pulleys mounted at the top of the auto-belay box and to the pulley bracket.  
Ensure there is no damage to any of the pulleys.  Check that all pulleys rotate smoothly 
and independently.  When rotating a pulley, it should not rub against anything on either side 
of the pulley.  There are machined spacers between each pulley to prevent them from 
rubbing against each other.  Should a pulley rub against another, the spacer between them 
is either missing or damaged and needs to be replaced.  Inspect pulleys for cracks or 
breakage.  Any cracked or broken pulleys must be replaced. 
 
Inspect all hydraulic fittings and hoses for damage or leakage.  There should be no fresh oil 
residue beyond what may have occurred from the original Auto-belay manufacturing 
process.  Any fitting leakage should be corrected either by additional tightening of the 
connection or replacing of the fitting if tightening does not stop the leakage.  If there is 
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leakage found on the rubber hose portion of a hydraulic hose or between the rubber hose 
portion and the fitting that is directly attached to the hose, the hose must be replaced. 
 
One possible exception to visible oil is from the breather cap installed at the very bottom of 
each ram. 
 

 
 
Extreme Engineering utilizes high pressure hydraulic cylinder rams in a low pressure 
environment.  Therefore, a very small amount of weeping of oil may appear around the 
breather cap area of the auto-belay.  This is considered normal. 
 
If the oil residue is greater than the normal weeping amount, this may be an excessive 
leakage.  Any hydraulic cylinder that is demonstrating excessive leakage must be replaced. 
 
Excessive leakage can be determined as follows: 
 
ü If all three of the following conditions are true: 

 If you are having to add 10 to 15 psi of air pressure per month to the auto-belay 
air/oil tank, and 

 There is no oil residue seen from any other components inside and outside of the 
auto-belay other than around the normal weeping of oil at the breather cap on the 
bottom of the auto-belay cylinders, and 

 There are no air leaks coming from the auto-belay air tank, the hose attached to the 
air tank, the fittings and air pressure gauge attached to the air tank.  

 
ü You see visible oil dripping from the breather cap on a continual basis. 

 
ü You are at an event and you find a puddle of oil on the ground which originated from an 

auto-belay. 
 

If at any time you are unsure whether an auto-belay is demonstrating excessive leakage, 
contact Extreme Engineeringôs Technical Support for further troubleshooting assistance. 
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12.7. Install New Cable Assembly 
 
Replacement cables purchased from Extreme Engineering always come with a new swivel, 
protective swivel boot, protective cable hose and carabiner.  DO NOT re-use the swivel.  
Discard the entire cable assembly. 
 
Prior to replacing the existing cable, always determine which side of the auto-belay box the 
cable extends out of and which side the marine eye attaches to.  String the new cable 
exactly like the existing cable.  To install the cable, take the marine eye end of the new 
cable (the end without the swivel attached) and thread it in a looping fashion around each 
top and bottom pulley.   
 
Drape the cable across the top of the spacer at the top of the auto-belay.  Pull the cable 
down to the bottom pulley assembly (pulleys attached to the hydraulic cylinders).  Place the 
cable in the groove of the pulley and wrap the cable over the top and back underneath the 
pulley.  Pull the cable back up to the first top pulley on the same side.  Bring the cable 
around from under this pulley back over the top with the cable in the groove of the pulley.  
Repeat this action until the cable has been wrapped around all pulleys from left to right.  
Pull the marine eye up to the to the top mounting hold on the side of the auto-belay box 
after completing the looping of the cable around all pulleys. 
 
Ensure the cable is in the center groove of every pulley.  Ensure the cable does not cross 
over itself anywhere throughout the loops. 
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12.8. Attach Marine Eye to Auto-belay Box 
 
Re-attach the marine eye to the inside of the auto-belay box.  Using the original İò x 1-İò 
bolt, place the bolt through the eye of the marine eye.  Place the three İò internal diameter 
hole washers over the bolt on the opposite side of the marine eye. 
 

 
 

 
 
If your auto-belay cable originally contained a spacer instead of the three washers, 
there may be a clearance issue.  Some marine eyes attached to the cable can be up to 
1/4 of an inch wider than others.  This difference in width may cause clearance issues 
between the head of the attachment bolt and the cable loop nearest the bolt.  If the head of 
the bolt does not clear the side of the cable by at least 1/8ò, replace the spacer with three 
standard İò internal diameter washers. 
 
Push the bolt with marine eye and three washers through the auto-belay box from the 
inside.  Place the nylock nut onto the bolt on the outside of the auto-belay box and tighten.  
The nylock nut must be replaced every 3rd cable change.  The nylon locking nut is a 
standard SAE İò nut with a size 13 thread. 
 
The marine eye should be angled down toward the bottom of the auto-belay box to prevent 
clearance issues with the pulley bracket attached to the hydraulic cylinders when the auto-
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belay cable is fully extended out of the auto-belay.  Leave at lease ¼ inch clearance 
between the bottom of the marine eye/cable and the bottom of the auto-belay box. 
 

 
 
While holding the bolt on the inside of the auto-belay box with an SAE Ĳò wrench, tighten 
the nylock nut with an SAE Ĳò wrench or socket. 
 
After tightening the bolt, check for clearances.  Ensure there is clearance between the 
cable and the bottom of the Auto-belay box.  Ensure the marine eye is at a downward angle 
toward the bottom of the Auto-belay box.  Ensure there is clearance between the head of 
the bolt and the cable wrapped around the pulleys closest to the bolt. 
 

12.9. Replace The Rear Pin On The Pulley Bracket 
 
Re-insert the rear pulley bracket pin into the rear holes on the side of the pulley bracket.  
Using external snap ring pliers, spread the snap ring apart just enough to allow it to be 
placed over the end of the pulley bracket pin.  Ensure the snap ring engages fully into the 
groove at the tip of the pulley bracket pin all the way around. 
 

 
 
If the snap ring is spread too far during removal or replacement onto the pulley bracket pin, 
it will not re-engage in the groove of the pin properly.  Should the snap ring be spread too 
far, it will require replacement with a new snap ring. 
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12.10. Re-Attach Auto-belay Covers 
 
Carefully lower the entire cylinder/pulley assembly back down onto the rubber saddle inside 
the auto-belay box.  Place the lower auto-belay cover over the bottom portion of the Auto-
belay box and align the mounting holes.  Place the original small bolts with internal tooth 
lock washer into the holes to re-attach the bottom cover.  Using an SAE 7/16ò socket or 
wrench, tighten all nine bolts. 
 
Re-attach the upper cover with the air/oil tank over the top the auto-belay.  Place the small 
bolts with internal tooth lock washer into the holes to re-attach the top cover.  Using an SAE 
7/16ò socket or wrench, tighten all nine bolts. 
 

 
 

12.11. Cable Replacement Completion 
 
To complete the removal of the old cable, you will need to remove the davit pulleys 
attached to the davit arms at the top of the wall. 
 
Prior to removing each davit pulley assembly, note which side of the davit arm the davit 
pulley assembly is bolted to.  Ensure you place the davit pulley assembly back onto the 
same side of the davit arm when re-attaching.  Using two SAE 3/4ò wrenches or sockets, 
remove both the upper and lower Davit Pulley assembly which the old cable passes 
through. 
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Place the new cable in the davit pulley assembly.  Ensure that the cable is not wrapped 
round the tower frame anywhere between the auto-belay and the lower davit pulley at the 
front of the tower frame and between the lower and upper davit pulleys. 
 
To place the new cable into the davit pulley assemblies, start by holding the davit pulley 
shield in one hand with the opening facing up.  Lay the new cable through the shield.  Place 
the pulley on top of the cable ensuring the cable is positioned in the groove of the pulley.  
Place one washer over the davit pulley assembly mounting bolt.  While holding the shield 
and pulley with one hand, with the other hand insert the bolt through the hole in the shield, 
through the hole in the center of the pulley and out the other side of the shield.  Place the 
davit pulley assembly back on the same side of the davit arm that it was originally removed 
from.  Place the second washer over the bolt and then place the nylock nut onto the bolt. 
 

 
Position the davit pulley shield  for equal clearance between the cable and the shield at the 
point where the cable enters and exits the pulley assembly. 












































