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Congratulations! 
 

Congratulations on your purchase of an Extreme Engineering® mobile 
climbing wall.  It is designed by the company that has invented and 
innovated numerous recreational equipment products, including 
mobile and stationary climbing walls, the Extreme AutoBelayTM safety 
climbing system, and the PowerBelayTM safety rappeling system. 

 
Your mobile Spider ZoneÊ is the best in the industry! 

 
 

 
 

 

 
 
The Extreme EngineeringÈ mobile Spider ZoneÊ is durable, designed 
to give you years of service and provide tens of thousands of climbs 
for your customers. 

 

Your mobile Spider ZoneÊ is easy to tow, set up, operate, and take 
down.  If you follow these instructions carefully, youôll be assured of a 
safe and reliable operation. 

 
Be sure to read and follow the safety instructions in this manual. 
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Safety first! 
 

Always make safety your first concern when setting up, operating, or 
taking down your Extreme mobile Spider ZoneÊ. 

 
CAUTION.  This is a safety alert symbol.  It is used to alert you to 
potential personal safety hazards.  Please read all safety messages 
that follow this symbol to avoid injury or death. 

 

CAUTION.  For your safety, read all instructions in this Userôs Guide 
before operating the Extreme mobile Spider ZoneÊ. 
 

 

Safety rules for mobile Spider ZoneÊ setup 
 

Follow these safety rules to set up your climbing wall correctly.  Weôll 
offer you some additional safety tips in the section on operating the 
climbing wall. 
 

 
 

 Donôt set up or operate the Spider ZoneÊ near overhead 
electrical lines, roof eaves, trees, or other obstructions (like trees 
or wires) from the top of the wall. 

 
 
 
 
 
 
 
 
 
 

 Donôt set up or operate the climbing wall in windy conditions 
(winds with gusts of 30 MPH or more). 
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 Set up the climbing wall only on a level surface (3% slope 
maximum on all climbing wall models).  You can level the wall 
with shims, but itôs important to start with the most level ground 
or floor possible. 

 

 Set up the climbing wall only on a firm surface.  Never set up the 
wall on soft ground or an unstable floor. 

 

 
 

 Extend the jacks only on solid ground or a solid floor.  Donôt use 
blocks under the jacks. 

 

 Although you can set up the wall by yourself, itôs better to have a 
second person help.  This person can warn you during setup of 
potential problems or hazards. 

 

 Keep the area clear of people, cars, etc., during setup. 
 

 Donôt climb on the backside of the wall or its supports. 
 
 

 
 
 

 Donôt climb on or stand on top of wall. 
 

 Do not free climb on the outside of the Spider ZoneÊ.  
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 Do not carry sharp or loose objects while using the Spider 
ZoneÊ.  Remove all sharp or loose objects from participants 
before use.   

 

 
 

 Do not operate without a landing pad. 
 
 

Inspect the mobile Spider ZoneÊ before use 
 

The Maintenance section of this Userôs Guide includes 
comprehensive details for making a complete inspection.  Read that 
section carefully. 
 
If you find any problems after an inspection, visit our technical site at 
www.extremeengineering.com or contact us at: 916-663-1560.   
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Setup 
 

CAUTION.  For your safety, read all instructions before setting up 
the climbing wall. 
 

Position the mobile Spider ZoneÊ and unhitch the tow vehicle 

 
 

1. Use the tow vehicle to position the Spider ZoneÊ to its final 
location. 

 
2. Block the wheels of the trailer to keep it from rolling. 

 
3. Unplug the trailer light and brake connector. 

 
4. Loosen the hitch lock over the ball hitch. 

 
5. Disconnect the safety cables and emergency brake-away cable. 
 

 
 
6. Crank the handle clockwise to extend the jack.  Extend the jack 
until the trailerôs tongue is clear of the hitch ball on the towing 
vehicle. 

 
7. Drive the tow vehicle away from the Spider ZoneÊ. 
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Prepare the Spider ZoneÊ 
 

      
 

1. Remove the lockdown strap from the travel latch located at the 
front of the trailer. 

 

 
 
2. Remove sway control straps from trailer.  

 
3. Remove the stabilizing jack stowed against the side of the trailer, 

in the travel position, by pulling out the lock pin.   
 
4. Place the stabilizing jack into the ñset upò position and pin it in 

place.  Pull out the keeper pin on the stabilizing jack to lower the 
drop leg to the ground.  Place the keeper pin back into the 
stabilizing jack.  Please follow these procedures on both sides of 
the trailer.   

 
5. Crank the jack clockwise to extend the jack until it rests firmly on 

the ground. 
 

6. Do the same procedure with the other outrigger.   
 

7. Extend the two outrigger jacks until the trailer wheels are about 
2ò off of the ground.  Adjust them to be sure that the trailer is 
level. 
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8. Lower the stabilizing jack at the front of the trailer to the ground.  
Make sure the jack is firmly in contact the ground.  

 
NOTE: Do not lower the jack too much.  This will cause the rear 
end of the trailer to be close to the ground, minimizing clearance 
when raising the Spider ZoneÊ. 

 
 

Raise the Spider ZoneÊ 

 
 

1. Remove the controller from its storage box on the trailer (if 
applicable).  Insert and lock the controller into the receptacle 
near the battery and hydraulic lift pump.  See photo below for 
location of receptacle.   
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2. Press and hold the UP button on the controller. 
 

3. Raise the Spider ZoneÊ to the vertical position in one 
continuous motion.  Try to avoid pressing the UP button multiple 
times.  Once vertical, DO NOT continue to force the Spider 
ZoneÊ any further.  This may cause damage to frame members.   

 
4. Put the controller back into the storage box on the trailer or store 

the controller away.  
 

5. Lower the outrigger jacks until the tower sits firmly on the ground.  
Make sure to take all of the weight off of the outriggers.  To 
ensure that the weight is placed off of the outriggers, raise the 
jacks until they are just firmly touching the ground.  This will 
minimize any potential movement while the Spider ZoneÊ is in 
use.  

 
The base of the wall must sit firmly on the ground.  The ground 
surface must have at least 2,000 lb./sq. ft. load bearing strength. 

 
NOTE: You can use shims to level the base of the wall, as long as 
they are of a sturdy, non-compressible material.  Use a minimal 
number of shims, and do not stack them.  Make a final inspection of 
the shims when all other setup steps are completed, to ensure they 
are secure. 
 

The base of the Spider ZoneÊ should ideally be at exactly 90 
degrees vertical, measured at the wallôs rear and on one side. 

 
 

Receptacle located at rear 
end of trailer underneath the 
trailerôs fender.   
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Slide Attachment And Setup  

 
WARNING:  After attaching the slide to the tower, DO NOT pull the slide into place by 
the raising of the tower only.  This can cause damage to the slide and the slide may 
become unusable.  Extreme Engineering is not responsible for damages to the slide if 
the slide is pulled by the tower improperly. 
 
As the tower is being raised, manually help position the slide into its proper position for 
operation. 
 
Install rear jacks 
 

 
 
Release the tower lockdown bracket 
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Unhook pin to release hatch door 
 

 
 

Place slide in position 
 
 NOTE:  Always place a large plastic tarp under the slide during set up and operation. 
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Locate chains and keepers 
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Adjust chains lengths to the end of the third link 
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Attach slide to tunnel 
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Begin to raise unit with the hydraulic lift controller while manually and gently 
adjusting and shifting the slide into place.  DO NOT pull the slide into position with 
the tower only. 
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Attach Blower 
 

 
 

Close Zipper 
 

 
 


